Machine Sysid获取及许可安装方法说明:
1. [bookmark: _Toc467608035]Console配置步骤
1.1. 连接console线缆到设备上的，打开‘设备管理器’，查看“端口COM和LPT”一项，确定要使用的通信端口号，如下图中的COM1.
[image: ]

1.2. 使用windows系统的超级终端或者类似工具软件（如SecurtCRT，Putty），配置如下图的参数：
[image: ]
1.3. 使用默认用户名和密码登陆，用户名为：admin，登录密码为：admin，登录后如下图：
[image: ]
1.4. 登陆设备console接口管理界面，输入3 回车，系统在下图红色标记2处返回machine sysid字符信息，此字符为32位字符串，请拷贝machine sysid字符信息申请正式许可。
获取到正式许可后，将许可字符串拷贝粘贴到下图中的红色标记3处，回车确认。完成许可导入。
[bookmark: _GoBack][image: ]Machine sysid

1.5. 至此许可导入成功，选择6，重启主机。进行正常配置。
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<COMMAND TD>

<<< SYSTEM SETTING MENU >>>

<FUNCTION DESCRIPTION>

config netvork parameters
Load Pefault Factory

Install Ticense

Config DHCP Server

Config web sever

ReBoot or shutbown

Restore or Change password

set system zone/time

Update system or Lesson

show system Cpu mem Top

change Target /Tnf Teration/ori1l
set vitrual machine memory
check machine server port
filter dhcp for interface port
EXit menu and do login

Please input the command id which you wanted to execute: ||
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<<< SYSTEM SETTING MENU >>>

<COMMAND ID>  <FUNCTION DESCRIPTION>

config netvork parameters
Load Pefault Factory
Install Jicense

g DHCP _server
5 Config web sever

5 ReBoot or shutbown

7 Restore or Change password
8 set system zone/time

9 ate system or Lesson

10 show system Cpu mem Top
11 change Target /Tnf Teration/ori1l
12 set vitrual machine memory

13 check machine server port

1 filter dhcp for interface port
° EXit menu and do login

Please input the comand id which you wanted to execute: 3 > 1
bachine sysid: Sa0gaeaddo0ic234bashorsssbadcs2d 2
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